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 CS174, RT161 precision reference thermometer and PC Temp PT2 portable thermometer            Standard probe holes at rear of CS series units 
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Probe access at rear of units: 3 X 3.5mm, 2 X 5.5mm , 1 X 8.5mm & 1 X 2.0mm.  Black Body Dimensions: de pth 73mm; diameter 32mm – see 
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�" 4�� + 30.0  to  + 200.0 °C 
40°C below ambient 

to +85°C 
+ 30.0  to  + 200.0 °C 

40.0°C below 
ambient to+85.0°C 

-30.00 to + 199.99 °C 

�� ����	���� Platinum film Platinum film Platinum film Platinum film Platinum film 

��������� � 0.1 °C 0.1 °C 0.1 °C 0.1°C  0.01 °C 

�����"��A� ±  0.1 °C 
(± 0.2 °C above 100 °C) 

±  0.1 °C 
± 0.1 °C 

(± 0.2 °C above 100 °C) 
±  0.1 °C 

Thermometer: ±0.02 °C ± 0.01% 
Probe:            ±0.03 °C  ± 0.07% 
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> 0.95 > 0.95 > 0.95 > 0.95               N/A 

��"#������ Better than 0.03 °C Better than 0.03 °C Better than 0.03 °C 
Better than 0.03 

°C 
              N/A 
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220V  AC    
110V optional 

220V  AC    
110V optional 110V  or 220V  AC  110V  or 220V  AC               9V DC 

 
*Achievable accuracy when used in conjunction with the PC Temp RT1 or RT161 precision thermometers. 

†UK 3 pin plug to IEC supplied as standard. 
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 Eurolec Instrumentation Ltd are continuously developing and improving their products and as such the company reserve the right to amend 
specifications without notice and supply products which differ from those described.  

Eurolec Instrumentation Ltd   Tel: (042) 9333423 
Technology House    Fax: (042) 9331758 
Cluan Enda 
Dundalk                   eurolec@esatclear.ie 
Co Louth      www.eurolec-instruments.com 
Ireland  


