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The C21 range of 4 digit indicators/alarms are housed in a 1/32 DIN size panel mounting format with an IP65 rated front 

panel.  All instruments can be powered by a 90 to 264 V AC supply. 
 

C21 C21 C21 C21 Low Pressure LPMV RangeLow Pressure LPMV RangeLow Pressure LPMV RangeLow Pressure LPMV Range (ref. C21 LPMV) (ref. C21 LPMV) (ref. C21 LPMV) (ref. C21 LPMV)        
    

Panel instrument complete with pressure module/2m cable as ordered – see LPMV range below. 
    

●●●● High Accuracy High Accuracy High Accuracy High Accuracy            ● ● ● ● Fully Integrated SystemFully Integrated SystemFully Integrated SystemFully Integrated System    

●●●● 10mBar to 7 BAR versions 10mBar to 7 BAR versions 10mBar to 7 BAR versions 10mBar to 7 BAR versions    ● ● ● ● Alarm output relayAlarm output relayAlarm output relayAlarm output relay    
    

Supplied complete with SSupplied complete with SSupplied complete with SSupplied complete with System Calibration Cert. traceable to National Standardsystem Calibration Cert. traceable to National Standardsystem Calibration Cert. traceable to National Standardsystem Calibration Cert. traceable to National Standards    
    

Options include: RS232 output; 11 to 26V DC SupplyOptions include: RS232 output; 11 to 26V DC SupplyOptions include: RS232 output; 11 to 26V DC SupplyOptions include: RS232 output; 11 to 26V DC Supply                                            
                                

    
                                                                        

1111Combined linerarity & Hysteresis.Combined linerarity & Hysteresis.Combined linerarity & Hysteresis.Combined linerarity & Hysteresis.    
Low pressure models suitable only for use with nonLow pressure models suitable only for use with nonLow pressure models suitable only for use with nonLow pressure models suitable only for use with non----ionic liquids and gases.ionic liquids and gases.ionic liquids and gases.ionic liquids and gases.    

    

C21 C21 C21 C21 UniversalUniversalUniversalUniversal    HPMA HPMA HPMA HPMA Indicator/AlarmIndicator/AlarmIndicator/AlarmIndicator/Alarm (ref. C21  (ref. C21  (ref. C21  (ref. C21 MA)MA)MA)MA)    
    

Indicator/Alarm for use with HPMA range of pressure transducers – see below. The C21HPMA can alThe C21HPMA can alThe C21HPMA can alThe C21HPMA can also beso beso beso be  

used with a wide range of used with a wide range of used with a wide range of used with a wide range of other other other other sensors which feature a 4sensors which feature a 4sensors which feature a 4sensors which feature a 4----20mA output.20mA output.20mA output.20mA output.    
    

                
    

HPMA Pressure transducersHPMA Pressure transducersHPMA Pressure transducersHPMA Pressure transducers    
    

These transducers are manufactured from V2A stainless steel with G¼”, ¼ NPT ports, 2M cable and feature ceramic 

diaphragms compatible with most liquids & gases – these should be used with the C21 high pressure Indicator/Alarm. 

 

    

    
    
    

    
    
    
    
    
    

    
    
    

    

Contact the sales department and ask for information on complementary instrumentation from Eurolec.Contact the sales department and ask for information on complementary instrumentation from Eurolec.Contact the sales department and ask for information on complementary instrumentation from Eurolec.Contact the sales department and ask for information on complementary instrumentation from Eurolec.    
E.g.E.g.E.g.E.g.    Portable Portable Portable Portable thermometthermometthermometthermometersersersers (contact and infrared) (contact and infrared) (contact and infrared) (contact and infrared), manometers, manometers, manometers, manometers, temperature calibration , temperature calibration , temperature calibration , temperature calibration sources sources sources sources andandandand multimeter  multimeter  multimeter  multimeter     

temperature/pressure probes.  Other parameters include %RH, air velocity, pH, light, sound, rpm.temperature/pressure probes.  Other parameters include %RH, air velocity, pH, light, sound, rpm.temperature/pressure probes.  Other parameters include %RH, air velocity, pH, light, sound, rpm.temperature/pressure probes.  Other parameters include %RH, air velocity, pH, light, sound, rpm.    
Data logging/portable options available.Data logging/portable options available.Data logging/portable options available.Data logging/portable options available.    

    

Eurolec Instrumentation Ltd are continuously developing and improving their products and as such the company reserve the right to amend specifications 
without notice and supply products which differ from those described. 

ModelModelModelModel    LPMV1LPMV1LPMV1LPMV1    LPMVLPMVLPMVLPMV2222    LPMLPMLPMLPMVVVV3333    LPMVLPMVLPMVLPMV4444    LPMVLPMVLPMVLPMV5555    

RangeRangeRangeRange    
(Differential)(Differential)(Differential)(Differential)    

0 – 10 mBar 0 – 100 mBar 0 – 500 mBar 0 – 1000 mBar 0 – 7 Bar 

ResolutionResolutionResolutionResolution    0.001 0.01 0.1 0.1 0.001 

AccuracyAccuracyAccuracyAccuracy1111    ± 0.25% FS ± 1 Digit 

OverpressureOverpressureOverpressureOverpressure    50 mBar 750 mBar 2000 mBar 2000 mBar 10 Bar 

ModelModelModelModel    HPMA1HPMA1HPMA1HPMA1    HPMAHPMAHPMAHPMA2222    HPMAHPMAHPMAHPMA3333    HPMAHPMAHPMAHPMA4444    HPMAHPMAHPMAHPMA5555    HPMAHPMAHPMAHPMA6666    
RangeRangeRangeRange    
(Gauge) 

0 – 1BAR 0 – 4BAR    0 – 10BAR    0 – 40BAR    0 – 100BAR    0 – 400BAR    

ResolutionResolutionResolutionResolution    0.001  0.001 0.001 0.01 0.01    0.1    

AccuracyAccuracyAccuracyAccuracy    Linearity < 1% full scale; Hysteresis ≤ 0.3% full scale 

OverpressureOverpressureOverpressureOverpressure    5 BAR 12 BAR    25 BAR 120 BAR 250 BAR 600 BAR 

Applications include:Applications include:Applications include:Applications include:    
Food Industry/HACCP 

Laboratory/Chemical/Pharmaceutical 
Engineering 
Environmental 

HVAC 
Maintenance/diagnostics 

 

To order options for To order options for To order options for To order options for LPMV & C21HPMA modelsLPMV & C21HPMA modelsLPMV & C21HPMA modelsLPMV & C21HPMA models::::    
 

For 11-26V DC option add    - VDCVDCVDCVDC    (Min order qty applies) 
For alarm/relay output add            ---- A A A ARRRROOOO    (Min order qty applies)    
For RS232 output add                                        ---- RO RO RO RO                
For bench option add        ---- B B B B                            
    
E.g. to order a E.g. to order a E.g. to order a E.g. to order a 0000----100 mBar 100 mBar 100 mBar 100 mBar     panel model with panel model with panel model with panel model with 11111111----26V DC 26V DC 26V DC 26V DC 
supply, order code is: supply, order code is: supply, order code is: supply, order code is: LPMV2LPMV2LPMV2LPMV2----VDCVDCVDCVDC 

● 90 ● 90 ● 90 ● 90 –––– 264 VAC Supply     264 VAC Supply     264 VAC Supply     264 VAC Supply        

● 4● 4● 4● 4----20 mA Input20 mA Input20 mA Input20 mA Input    

● 12V Sensor Excitation● 12V Sensor Excitation● 12V Sensor Excitation● 12V Sensor Excitation    

● Alarm Output Relay● Alarm Output Relay● Alarm Output Relay● Alarm Output Relay    

Eurolec Instrumentation Ltd           Tel: (042) 9333423 
Technology House              Fax: (042) 9331758 
Cluan Enda 
Dundalk                               eurolec@esatclear.ie 
Co Louth               www.eurolec-instruments.com 
Ireland 

 


